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WASTE OIL
EQUIPMENTSNOZZLESMETERED NOZZLESMETERSPUMPSKITS

FEATURES

PERFORMANCE

The PIUSI SUZZARABLUE is the best seller diaphragm pump in this market. Availa-
ble in AC/DC version this self-priming pump can be used to transfer urea/AdBlue® 
fluids.• TECHNOPOLYMER DIAPHRAGM

• READY TO USE
• MULTI-PURPOSE PUMP
• SELF PRIMING
• BUILT-IN BYPASS VALVE

AC/DC
VOLTAGE

POWER

20 MIN
DUTY CYCLE

UP TO

35 L/MIN

FLOW RATE

SUZZARABLUE PUMP
PUMPS

SUZZARABLUE AC

SUZZARABLUE DC

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/PALLET PCS/BOX

F00203090 7 15,4 350X180X280 13,8X7,1X11 1

F00204080 3,6 7,9 350X180X280 1 60 84

F00204090 3,6 7,9 350X180X280 1 60 84
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ACCESSORIES MERCHANDISEHOSE REELSTANK
MONITORING

FLUID
MONITORINGFILTRATION

BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATER

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

• SUZZARABLUE AC/DC PUMP
• INSTRUCTION MANUAL

• BODY: POLYPROPILENE
• MEMBRANE: POLYPROPILENE

ELECTRIC CABLE WITH 
CLAMPS (ONLY DC VERSION)

ON / OFF SWITCH

SUZZARABLUE PUMP

Dimensions expressed in millimeters

ELECTRIC PUMPS

TYPE OF FLUID OIL SAE 10W40

TEMPERATURE 19 °C

SUZZARABLUE AC PUMP

SUZZARABLUE DC PUMP

SUZZARABLUE DC PUMP

TECHNICAL DATA

CODE DESCRIPTION FLUIDS 
TYPE

FLOW RATE VOLTAGE CABLES INLET-
OUTLET ON/OFF

L/MIN GPM AC V./HZ
DC VOLT RPM POWER

WATT
AMP. 
MAX. MOD. BSP SWITCH

F00203090 SUZZARABLUE AC PUMP 230/50 30-35 8-9 230/50 YES 3/4” YES

F00204080 SUZZARABLUE DC PUMP 12V 35 9,2 12 2800 260 22 YES 3/4” YES

F00204090 SUZZARABLUE DC PUMP 24V 35 9,2 24 2800 310 13 YES 3/4” YES
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